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AFT SECTION UPPER FIREWALL

"RIB STA. 137.50

AFT SECTION FORWARD FIREWALL

Firewall and aft section
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MAINTENANCE INSTRUCTIONS

PERIODIC INSPECTION

Inspect firewall for security, condition of tape
and fasteners, panels for cracks and punctures.

REPAIRS
Remove all loose tape and damaged or loose
fasteners. Clean area thoroughly with dry
cleaning solvent. Install new fasteners
and tape.

Cracks and punctures must be repaired.

For standard sheet metal repair procedures,
to FAA AC4313-1A Aircraft Inspection and
Repair.

REQUIRED PARTS REPLACEMENT

Damage that cannot be satisfactorily repaired
by patching, or where repair is not economical,
requires replacement of damaged part with a new
or serviceable unit.
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Yirited Stites of America
Bepartment of Tremaporktion - Hederal Aviction Adeninvisteation

Supplemental Tupe Certificate
Nunber SHA209INM

This I‘/’I/%}‘/l/ﬁ, (3sued In Cascade STC, LLC

4824 S 283" Place

Auburn, WA 98001
cf//z///d that the :/a/z;z e the Lypee éﬂf/& /ﬂ/ the /é//owmy/zmzé&a/ wWwith the lyndlalions and.
///W/wmd/ze@fza/@fem el the airworthe vg 9 of Tt 6 ofthe CVil Air Fegutintions.

including Amendments 6-1 through 6-4 with specnal conditions and equivalent level of safety provisions as listed
in the type certificate

Oiiginal Prodosct—ppe Cortifnare Momdor H3WE
2
Mekte.: MDHI (HUGHES)
Mopdel. 369 (Army YOH-6A), 369A (Army OH-6A), 369H,
369HM, 369HS, 369HE, 369D, 369E, 369F, 369FF
500N, 600N

Deseription of the e Design Ehange. Replace the aft engine compartment heat blanket with a stainless
steel firewall in accordance with Cascade Airframe Repair, Inc. Drawing List No. CAR-5040, Revision 3, dated
June 9, 1998, or later Federal Aviation Administration approved revision.

lons and Conditions: Approval of this change in type design applies to the above model rotorcraft only.
This approval should not be extended to other rotorcraft on which other previously approved modifications are
incorporated unless it is determined that the relationship between this change and any of those other previously
approved modifications, including changes in type design, will introduce no adverse effect upon the airworthiness

of that rotorcraft. A copy of this certificate must be maintained as part of the permanent records for the modified
rotorcraft.

If the holder agrees to permit another person to use this certificate to alter the product, the holder shall give the
other person written evidence of that permission.

This cert, /Eﬂ/:’ and the degpyeorling itz wf A iy the dasis / o1 afyes ovals J/zz//n”wzw/z e &/é{‘l wntil’
J 2 , or @ 202 deale 63 olfierwise o3 / e Sethrnireds alor of the
.%(ﬁ/ﬂf%‘/al/ﬂ/z Méfz/}u‘ﬂ‘/ﬂlm.

Date of ayyetioation:  December 11, 1989 Dlate recrued- April 9, 2014; December 22, 2015
Date of ivmance. March 21, 1990 Date amended-  10113/95; 12/17/98

Any alteration of this certificate is punishable by a fine of not e ling $1,000, or impris not exceeding 3 years, or both.

This certificate may be transferred in accordance with FAR 21.47.

FAA FORM8110-2 (10-68) PAGE 1 OF 2 PAGES
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THIS DRAWING LIST IS FOR THE CASCADE STC, LLC. MD MODEL 369 SERIES HELICOPTER

UPPER AFT FIREWALL.
Drawing List No. CAR-5040

DRAWING NO. SHEET NO. TITLE REVISION DATE
CAR-5050 HE FIREWALL ORIGINAL 11/25/89
CAR-5045 INSTALLATION REV 1 06/04/91
CAR-5045 INSTALLATION REV 2 10/13/95
CAR-5045 INSTALLATION REV 3 06/09/98
CAR-5045 INSTALLATION REV 4 06/25/2012
CAR-5045 INSTALLATION REV 5 10/09/2020
CAR-5050 il FIREWALL REV A 10/09/2020
Revision 1: Add Revision 1 to CAR-5045

Approved by: R Starr

Date: 07/16/91

Revision 2: Change Step #7

Approved by: R. Starr

Date: 10/13/95

Revision 3: Add MD 600 to step #15 on page 1

Approved by: R. Starr

Date: 06/09/98

Revision 4: Option to hardware in step #5 on page 1

Approved by: R. Starr

Date: 06/25/2012

Revision 5: Option to hardware in step #5 on page 1

Approved by: R. Starr

Date: 10/09/2020

Revision A: Material option callout, Firewall Dwg.

Approved By:

Date:

R. Starr
10/09/2020
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CASCADE STC, LLC.
INSTALLATION INSTRUCTIONS
RERPALCEMENT FIREWALL ASSY FOR HUGHES / MCDONNELL
DOUGLAS 500 / 600 SERIES HELICOPTERS
FIREWALL ASSY P/N CAR-5050

REVISION CONTROL
REV. Change DATE
1 Add revision control to cover sheet 06/04/91
1 Add item 16 to page 1 06/04/91
1 Add pages 5 and 6 06/04/91
2 Change step #7 on page 1 10/13/95
2 Change revision control page 10/13/95
3 Add MD600 to step # 15 on page 1 06/09/98
3 Change revision control page. Add MD600 06/09/98
4 Add optional hardware to step #5 06/25/12
4 Add steps # 17 and # 18 to page 1A 06/25/12
4 Change revision control page 06/25/12
5 Add step #19 to step 5 page 1 10/09/2020
5 Add optional fasteners to step # 19 to page 1A 10/09/2020
5 Change revision control page 10/09/2020
A CAR-5050 Firewall Drawing, optional material 10/09/2020
CAR-5045

10/09/2020
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CAR-5045

Page 1

Revision 5

10/09/2020

REPLACEMENT INSTRUCTIONS FOR REPLACEMENT AFT SECTION FIREWALL

1. Remove tail pipes. ( HMI Vol. 1 Section 15 )

2. Seal exhaust ports on turbine with shower caps.

3. Detach compressor cooling air duct support bracket from engine lifting eye and remove ducting.(See pg. 2)

4, Remove tape covering fasteners and firewall edges.

5. Remove firewall shell by pulling out button head fasteners using Snap-on tool co. extractor P/N A161A.
Fastener P/N 295097K2215, MDHC. (For optional hardware, see page 1A steps 17, 18 and 19)

6. Clean interior structure and tape residue from mounting structure.

7. Cutoff firewall sections forward of rib sta. 137.50 and re-install on left and right sides with aluminum tape.
(3M Co. #425, see page 3)

8. Position new Mylar template in left and right sides of upper aft section structure.

9. Locate existing mount holes in Mylar with scribe.

10. Remove Mylar and transfer hole locations to new firewall sections. Drill to .125 (approx. 37 locations). To
provide proper clamp up of center seam, drill 3 additional fastener holes in left and right side firewall
sections between ribs on approx.. 5 inch centers.

11. Place new firewall in position and secure by pressing fasteners into holes. ( see optional hardware, pg. 1A)

12. Clean forward flanges, Lower flanges, and surfaces where tape routing covers fasteners; then apply tape.
(3M Co. # 425)

13.  Attach compressor cooling air duct support bracket to engine hoist fitting.

14. Install tail pipes. ( HMI Vol. 1 Sec 15)

15. Record installation in rotorcraft logbook and adjust running weight and balance in pilot’s flight manual.
Removed  369D23035 Firewall model 369F, 369FF, & 600N 1.2 Ibs. @ sta. 145.0

Or 369D3018  Firewall model 369 — 369E & 500N 1.2 lbs. @ sta. 145.0
Installed  CAR-5050  Firewall all models 5.0 Ibs. @ sta. 145.0
16.

Additional instructions for those models with existing inspection holes between sta. 137.50 and sta.
142.62 above WL 40.00 on page 5 and 6.
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18.

19;

CAR-5045
Page 1A
Revision 5
10/09/2020

Locate firewall mount holes in airframe and enlarge with #10 size drill bit.

Install rivnut P/N NAS 1329C-75, (40 places)

Install optional hardware to fasteners P/N 295097K2215 (Push Button)
AN526C-632R8 Screw

NAS601-8P Screw
NAS601-9P Screw
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